
Solar-Log™ Charging Park Management 

solution   

powered by CLEMAP

Software

This data sheet shows the available software components of the Solar-Log™ Charging Park Management soluti-

on powered by CLEMAP. In addition, a separate hardware data sheet is available.

The Solar-Log™ Charging Park Management solution powered by CLEMAP is used for dynamic power limitation of 

two or more electric charging stations, in order to distribute the available power to the charging stations.

The CLEMAP Floem online portal allows you to monitor and control load management status historically and in 

real time.

This product requires the use of hardware and software. The necessary components and licences depend on 

the installation features.

The Charging Park Management Configurator was developed to provide guidance on the components that 

could potentially be installed.

Depending on the type of charging station or the used functions, you will need different licence models. For 

advanced functions, you will need a FLOEM Portal PRO License (e.g. connecting and controlling DC charging 

stations or prioritising charging stations).

Activation, configuration and monitoring are carried out via the CLEMAP Floem Portal. The CLEMAP Floem 

Portal can be used free of charge once you have registered.

Licences can be activated once. They are not transferable to other devices. It is possible to upgrade to other 

licence types.

https://www.solar-log.com/en/products-solutions/clemap#Configurator_ChargingStationManagement


Device Software Licence FREE1 BASIC BASIC PLUS PRO
Number of charging plugs per CLEMAP device up to 5 unlimited unlimited unlimited

1. General features

Floem Dashboard Access (Online Portal)

Location, status and remote monitoring of the measuring point

Access to consumption data and visualisation

Download CSV files

Generate PDF reports

Remote control of relays - - -

Access via REST API - -

Long-term data storage (> 1 year) - - -

2. Load management for electric vehicle charging points

Local and remote configuration and monitoring of load 

management

Support for static circuits 

Cascading of CLEMAP Load Management (main unit / second-

ary unit) 

Higher-level control via building management system

-  1  1  1

Control of charging stations via compatible energy 

management systems; optimisation of self-consumption 

(charging using surplus PV energy); integration with dynamic 

tariffs or the SPOT market

- -

Adjustment of prioritisation

Dynamic monitoring of individual circuits

(controlled via sub-metering by third-party systems)

- - -

Quotations are provided on request via the sales department

1  Five activations (AC charging plug) with FREE software features included for one circuit; activation fees apply from the 6th charging 
station onwards.

Article number
FLOEM Portal BASIC AC License (incl. AC activiation, 1-time-fee, powered by CLEMAP) 257320

FLOEM Portal BASIC+ AC License (incl. AC activiation, 1-time-fee, powered by CLEMAP) 257323

FLOEM Portal PRO AC License (incl. AC activiation, 1-time-fee, powered by CLEMAP) 257321

FLOEM Portal PRO DC License (incl. DC activiation, 1-time-fee, powered by CLEMAP) 257322

Activation per cascading level (Main and secondary devices, powered by CLEMAP) 257325
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